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Applications

Digital vertical inclinometer system is used to
survey the horizontal displacement from inside
of casing.

It is used to monitor subsurface deformations of
the ground in landslides, embankments, and
dams and around deep excavations and tunnels.

Digital vertical inclinometer system has pursued a development by concentrating on high-performance nature such as
responsiveness, ultra-light and high-reliability.

Digital vertical inclinometer system includes a lightweight digital inclinometer probe, Bluetooth reel, cable guide and the
software as “Inclinometer Collector” for Android-based device.

In case of installed inclinometer The data that was acquired at smart device can be transferred to PC by e-mail and
casing at zone of suspected it is operated by Geopro software program.

displacement in a vertical borehole, Digital inclinometer probe provides excellent resolution and accuracy because it
it is possible to acquire the data to built in £30° MEMS inclined acceleration sensor and 2-axis electronic circuit
smart device through digital inside.

inclinometer system.
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STD control cables
i ] Model  Descripton  Weight

5481R-30 | 30m Control cable & Bluetooth reel | 3.5kg
5481R-50 | 50m Control cable & Bluetooth reel | 4.4kg
5481R-75 | 75m Control cable & Bluetooth reel | 5.8kg
5481R-100 | 100m Control cable & Bluetooth reel| 7.0kg
5481R-150 | 150m Control cable & Bluetooth reel| 9.5kg

x It is required the special order for over 150m control
cable and special Bluetooth reel.

[Probe carry bag _ Parts code : 017110]

To provide a safe portable convenience about model 5481
digital probe, Inside of nylon bag is made by sponge pad.

The bag is used to carry or to store control cable if no using
a long time. The control cable needs to clean by oil after

separating with probe.
g < © Dummy probe (Model 5480D)
@ Dummy probe reel (50m)
o Self calibrator (Model 5480C)
@ Spiral sensor probe (Model 5480P)
@ Wheel cartridge [Parts code: 017307]
Torsion spring [Parts code: 200019]
The wheel cartridge & torsion spring are purchasable

items, and the wheel cartridge set can be used at site to

easy replace of broken cartridge’s wheel part.

[Bluetooth reel carry bag _ Parts code : 017301]

To provide a safe portable convenience about model 5481R
bluetooth reel, Inside of nylon bag is made by sponge pad.
In case of no using reel set or carrying control cable only,
the bag can be used.

[Wheel cartridge & Torsion spring]
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[Cable guides]

The cable guides for inclinometer casings are manufactured
in three sizes as @#60, #70, @F85mm. The main product, &
70mm casing, is supplied in the digital inclinometer set. 60
and #85mn casings are sold separately.
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